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VERS-CLEAR-SK (03)  Linear Fixtures - Suspended

Finish

BLACK

BLACK ANODIZED
MATTE FINISH
METAL ENDCAPS

BRONZE

BRONZE ANODIZED
MATTE FINISH
METAL ENDCAPS

WHITESATIN

SATIN ANODIZED
MATTE FINISH
METAL ENDCAPS

Lens with LED visibility

CL Clear

WHITE POWDER 
COAT PAINT
GLOSSY FINISH
METAL ENDCAPS

QZ iQ-PH-80 QTM-DC QTM-DC+CAP QTM-eLED QTM-DRIVE QTM-eLED+WD QTM-eLED+AW QTM-eLED+DMX

Compatible Power Supplies  NOTE: Power supply compatibility is dependent on light engine chosen.

Louver

L1-XX

0.70
Lumen Multiplier

WH

0.54

BK

Mounting - Hardware

SK-01
Suspension Bracket

2 required up to 6' lengths; 
additional support required 

between 6' to 8'

Suspension kits sold separately

.98”

.35” 1.48”

.15”

Light Orientation

SYMMETRICAL

Compatible Accessory

Q-mini-J



© 2021 Q-Tran Inc. All rights reserved | 155 Hill St. Milford, CT 06460 | 203-367-8777 | sales@q-tran.com | www.q-tran.com Specification subject to change. Rev-10-15-21

VERS-CLEAR-SK (03)  Linear Fixtures - Suspended

Input/Output

BW 36”

S2 - Input only 

Suspension Minimum (2) suspension kits needed per fixture

Close-Up

BW

SUSPENSION WIRE 
- 22 AWG
- Clear outer jacket
- Metal shield
- DRY / DMP
- 36" Standard length

SW, SW-HE, SC 
wire shown

DW, RGB
wire shown

.20".20”

Connectors/Wire


